FEB 19 1982

SORM 11641 - PWO

MATERIAL SAFETY DATA SHEET

Required under USDL Safety and Health Regulations for Ship Repairing,
Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)

SECTION |

MANUFACTURER'S NAME EMERGENCY TELEPHONE NO.

3M COMPANY (612)733-2328

ADDRESS (Number, Street, City, State. and ZIP Code)
3M CENTER, ST. PAUL, MINNESOTA 55101

CHEMICAL NAME AND SYNONYMS TRADE NAME AND SYNONYMS
M Brand Integral Fuel Tank

crEmCAL TAmLY oMM Sealant EC-1675-A Class B-1
SECTION Il - HAZARDOUS INGREDIENTS
PAINTS, PRESERVATIVES, & SOLVENTS | % | ¥ ALLOYS AND METALLIC COATINGS % | nm)
PIGMENTS : BASE METAL.
CATALYSY N ‘ ALLO_YS‘
VEHICLE " .' METALLIC COATINGS
SOLVENTS PLUS COATING OR CORE FLUX
ADDITIVES OTHERS
OTHERS
MAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES % | Osw
Manganese Dioxide ~ 150 Smg/M3 as
Mn
SECTION HI - PHYSICAL DATA
BOILING POINT F-bontains no solvent N.A. | SPECIFIC GRAVITY (H30-1) 1.72
VAPOR PRESSURE {mm Hg.) N.A. ﬁ“ﬁ&iﬁt‘;‘%‘ight a
VAPOR DENSITY (AIR=1) N.A. Y APORATION R Yy
SOLUBILITY INWATER About o :
APPEARANCE anD oDOR  Black viscous paste
SECTION IV - FIRE AND EXPLOSION HAZARD DATA
Lat Uel

Cotta iy g Takiilible liquids N.A. FLAMMABLE Liwis -

EXTINGUISHING MEDIA Co7’ anm, dry chemi-cal

SPECIAL FIRE FIGHTING PROCEDURES
None

UNUSUAL FIRE AND EXPLOSION HAZAR(ﬁ
one

BOE-C6-0189687



SECTION V - HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE .
See Section II.

| EFFECTS OF OVEREXPOSURE -
May be irritating to eyes and skin.

?ER NCY AND Fi IAI PROCEDURE .
ye Lontact: ush eyes with plenty of water. Seek medical attention.

Skin Contact: Wash with soap and water.

SECTION VI - REACTIVITY DATA

CONDITIONS TO AVOLD

STASILITY UNSTASBLE X

STABLE ignition.

INCOMPATABILITY (Materiels 10 evoid)
rganic matter
HAZARDOUS DECOMPOSITION PRODUCTS

CONDITIONS TO AVOID
HAZARDOOUS ma¥ occun )

POLYMERIZATION

.

witL NOT OCCUR X

SECTION Vi - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Collect spilled material. Clean up resjdue.

WASTE OISPOSAL METHOD

Contains heavy metals. Incinerate properly in accordance with local regulations. |

SECTION Vil - SPECIAL PROTECTION INFORMATION
RESPIRATORY PROTECTION (Specify type)

VENTILATION LOCAL EXHAUST SPECIAL
MECHANICAL (Genersl) X OTHER
PROTECTIVE GLOVES X EYE PROTECTION

OTHER PROTECTIVE EQUIPMENT

SECTION IX - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING®

Avoid contact with eyes, Avoid prolonged or repeated contact with skin

OTHER PRECAUTIONS

BOE-C6-0189688



